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Why to drill with a laser? Penetration mechanisms

after Mauer 1980

Gahan B. C. et al., 2002

Non contact drilling techniques
• flame
• plasma
• microwave 
• laser

Laser-rock interactions

Advantages of laser technology
• commercial availability
• modularity
• high power
• no losses on transmission 

DeepU Laser
• Ytterbium fiber laser 
• Power range 0.17 – 30 kW
• Wavelength 1070 ± 10 nm
• Continuous beam

Feasibility studies
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Laser drilling experiments

Experimental setups 
• Linear track tests (LT)
• Single spot tests (ST)
• DeepU system tests (DT)

Selected lithologies
• primary lithologies; granite, sandstone, limestone
• secondary lithologies; gneiss, basalt, slate, 

migmatite

Methods
• IR-imaging (FLIR GF77a) 
• photogrammetry 
• optical and electron microscopy 
• XRD, XRF

LT ST DT

samples

laser

IR-camera

DeepU 
system
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Results: laser-rock interactions
Linear track tests (LT) 0.9 - 30ᴓmmRock response depends on:

• Power density (W/cm2)
• Irradiation time (s)
• Rock type: chemical, mineral composition, grain size etc.
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Results: laser-rock interactions

Single spot tests (ST) – 10ᴓmm

Spallation Spallation-melting Melting-vaporization

470W 2300W 12500W

rock rock rock

Rock response depends on:
• Power density (W/cm2)
• Irradiation time (s).
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Results: laser-rock interactions

Analysis of lasing products

granite

glass

granite

OM

rock-glass strength? 
glass permeability?
glass metastability?
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Results: laser-rock interactions
• spallation, melting and vaporization often occur together but to various intensity
• occurrence of each process depends on power density, irradiation time and rock type
• Power density based process diagrams were constructed for granite, sandstone and limestone

Process diagrams

t = < 0.2s t = < 0.2s t = < 0.2s

Gahan B. C. et al., 
2002

Leong 2003
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Results: laser-rock interactions
• spallation, melting and vaporization often occur together but to various intensity
• occurrence of each process depends on power density, irradiation time and rock type
• Power density based process diagrams were constructed for granite, sandstone and limestone

Process diagrams

t = < 0.2s t = < 0.2s t = < 0.2s

Gahan B. C. et al., 
2002

Leong 2003

Granite - DeepU tests
• spallation-melting field
• 50ᴓmm

Limestone require more 
power than 30kW for 
initiating spallation
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Thermal spallation laser drilling

DeepU laser system
• divergent beam
• N2 flushing system

IR-record of DeepU laser thermal spallation

sandstone

granite

Side View Top View

granite

drill head
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Thermal spallation laser drilling

Penetration by thermal spallation
Important optimalization features:
• Flushing system and power
• Drill-head decent rate and working distance 

~ 80 ᴓmm

Rate of drill-head decent

correct incorrect

~ 40 s

divergent beam
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Thermal spallation laser drilling

Crater wall BSE image

Spalls morphologyPenetration by thermal spallation
Spalls size distribution

natural fractures

new fractures
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Thermal spallation laser drilling

sandstone

Tb = 200°C

limestone

Limestone 
H2O sat.

Tb = <1200°C
granite

sandstone

Tb = 550°C

Tb = 400°C

Summary of DeepU laser system tests
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Summary

Melting-vaporization 
laser drilling 

Thermal spallation 
laser drilling 

IR image of the 
process Crater morphology

Crater walls BSE 
images Drilling method
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Summary

Melting-vaporization 
laser drilling 

Thermal spallation 
laser drilling 

IR image of the 
process Crater morphology

Crater walls BSE 
images Drilling method
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Take home messages

~ 80 ᴓmm

• Drilling rocks with a laser is possible

• Laser-induced thermal spallation is the most efficient rock 

penetration process 

• Laser-induced melting-vaporization require much more 

energy but create a vitrified layer on the rock surface 

• The first thermal spallation laser drilling system (DeepU) 

was successfully tested at laboratory scale (granite ~15 

m/h)
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Process diagram – simplified

Average spallation Pρ
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Specific energy (kJ/cm3)


